
FLEX-TRED®

The Instant, Self Adhesive,
Anti-Slip Safety Surface

SAFE-STRIDE®

Acrylic Abrasive Safe Traction Paint

EPOXYWP-70®

Anti-Slip Safety Resurfacer

FLEXMASTER®

Safety Tread-3Year Warranty
FLEXMASTERtreads beautify and
protect worn slippery stairways.

Sizes Available — 
• Type #365, 6-1/2" wide 
• Type #300, 9" wide 
• Type #311, 11" wide

This state of the art design is: inexpensive, easy to install, ADAapproved, title
24 applicable, easily replaceable, and has a longwearing, heat treated, extruded
aluminum base; plus a durable safety surface, color coordinated surfaces available,
and glow-in-the-dark capability.

The anti-slip surface, Flex-Tred, is chemically bonded onto the extrusion with 
an adhesive matrix that is capable of 7.3 lbs. per sq. in. peel strength – PSTC-1.
The abrasive surface has an underside with a uniform application of high tack
permanent type acrylic pressure-sensitive adhesive.

Treads are non-combustible as tested under Federal Test Method Standard 
No. 501a, Method 6411, Mil-D-STD-1623D, Treads meet Mil-D-17951E, Motor
Vehicle Safety Standard No. 302, Mil-W-5044C Type IV, Treads are U.S.D.A.
approved. Treads have a coefficient of Friction per specification Mil-D-17951C 
that is equal to or greater than 1.24 Dry and 1.02 Wet.

The tread base is made of Alloy 6063-T5 extruded aluminum, with a 5/32" 
thickness minimum.The safety treads are furnished straight and free from defects.
All exposed aluminum will have a satin-lacquered finish. Color extendsuniformly
throughout the abrasive surface; available in many contrasting colors.

MANYCOLORS AND TEXTURES AVAILABLE!  CALLTOLL-FREE FOR 
SAMPLE CHART.
•Reduces Liability Claims•Meet OSHA& ADASafety Regulations
•Promote Pedestrian Safety•Reduce Lost-time Accidents Quickly

STRIPS AND CLEATS STANDARD CUT SIZES:

31⁄2" x 71⁄2"

Standard tolerance
+ - 1⁄16"

51⁄2" x 51⁄2"

51⁄2" Dia.

3" x 24"
3" x 36"
2" x 24"
1" x 24"
3⁄4" x 24"

For pricing, placing an order or technical questions, phone 800-321-4936. FAX inquiries to 330-262-4151.

FLEX-TRED/FLEXMASTERColors:Sparkle Black, Flat Black Fine, Flat Black Medium, Ultragrip Black,
Superfine Black, Flat Black Coarse, Pebble White, Industrial Red, Industrial Brown, Ocean Gray, Camouflage,
Safety Yellow, Clear Fine, Clear Coarse, Teak Brown, Scarlet Red, Caribbean Blue, Horizon Blue, Saturn Yellow,
Photoluminescent Nite Glo

™
, Camouflage, Striped Safety, Single Stripe Safety, and Caution Grip Tape.
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WOOSTER PRODUCTS INC.
Repair dangerous, slippery stairs fast with 
STAIRMASTER OR FLEXMASTER
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STAIRWAY CHECK LIST
RReettuurrnn tthhiiss ffoorrmm ppoossttaaggee--ffrreeee ffoorr qquuoottaattiioonn.. NNoo cchhaarrggee
oorr oobblliiggaattiioonn……

Stairways are located:    @inside    @outside

@Steps are worn and will require leveling    @will not require leveling
Check landing design which closely matches your application (see reverse side)

@A@B    @C    @D    @E    @F    
Step Construction:   @concrete    @wood    @terrazzo    @marble    

@slate    @steel    @steel pan, concrete filled
We have allowed a 2" margin at each end of treads    @yes    @no
Remarks

Name
Firm
Street Address
CityStateZipPhone
E-Mail AddressFax No.
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For free quotation:
Give width and length of existing steps in the

space below. The proper size Stairmaster Treads
for your stairs will be quoted. Please enclose sketch
or snapshot of any special or unusual conditions.

Phone toll-free: 1-800-321-4936 Representative Contact
@yes    @no

Please check the information to the left so that any required accessory material such as leveling
compound, adhesive, Tapcon screws, expansion shields, etc., can be included in the quotation.

1st Flight

2nd Flight

3rd Flight

4th Flight

5th Flight

6th Flight

7th Flight
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STEPS
WIDTH
(DEPTH)LENGTH

LANDING
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WxL
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RISER TYPE
SLANTED - S -
STRAIGHT - N -

FLEXMASTER  @STAIRMASTER  @BOTH  @
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Five-Year Warranty
on material and workmanship.

FLEX-TRED is a heavy-duty, durable safety
surface, developed to provide quick anti-slip protection
for slippery surfaces.

FLEX-TRED installs in minutes on any dry, 
clean, smooth surface. Just remove the protective
liner from the underside to expose the special
pressure-sensitive adhesive. Then apply the safety
tread in the proper position and roll or press in place.
(Detailed instructions are furnished with each order.)

Each piece of FLEX-TRED has a heavy coating of
a pressure-sensitive adhesive that has been specially
formulated for a superior bond to practicallyany clean,
dry, smooth surface.
*Now Available: Camouflage, Striped Safety, Single Stripe Safety, 

and Caution Grip Tape.

6" x 24"

STANDARD ROLLSIZES:
60 foot rolls
in 3⁄4", 1", 2",

3", 4", 6", 8", 12",
18" and 24" widths

CUSTOM SIZES ON REQUEST
Wooster Products, Inc. NiteGlow™ (glow-in-the-dark) products
have been designed to meet or exceed ASTM and New York’s
photoluminescent specifications (MEA 328-05-M).
In addition to providing photoluminescent exit path markings when
the lights go out, Wooster Products, Inc. Nite Glow™ treads and
nosings offer excellent anti-slip characteristics.

Nite Glow™

with the
lights out.

STAIRMASTER
Renovation Tread

Front 11/8" glow strip. Model 500-NG

GLOW-IN-THE-DARK

Walk-A-Sured Newly developed two-part anti-slip epoxy systems.

Walk-A-Sured Clear
Clear anti-slip epoxy coating that can be applied

with a 1/4" nap epoxy paint roller. Covers 125-150
square feet.

Walk-A-Sured Roll-On
Black or gray two-part anti-slip epoxy coating that

can be applied with a 1/4" nap epoxy paint roller.
Covers 125-150 square feet.

Walk-A-Sured Trowel-On
Black or gray thick two-part anti-slip epoxy coating

that is applied with a squeege. Covers 40-60 square feet.

NEW!

BLACKYELLOWGRAY

Safe-Stride is a specially formulated anti-slip safety paint, which
contains grit to help provide a tough, sure-footed, safe traction surface.
The formula is water based acrylic so there are no shipping restrictions,
such as those associated with shipping hazardous materials.

Safe-Stride coatings have been formulated for use on concrete,
wood and primed metal surfaces. When used properly, Safe-Stride
paint provides a tough, abrasive, anti-slip coating for walkways, steps,
ramps, boat decks, locker room floors, and a variety of other uses.

Safe-Stride is shipped ready to use. One gallon (12.5 lbs.) covers
approximately 100-125 sq. ft. in one coat. It can be applied by roller,
brush or trowel. Easy application by your own maintenance crew. Easy
clean-up with soap and water. Oil base also available.

Safe-Stride is shipped from stock in our standard colors: black,
gray and safety yellow. Other colors available by request. Must order
over 100 gallons.

For pricing, placing an order or technical questions, phone 
800-321-4936. FAX inquiries to 330-262-4151.

IMPORTANTNOTICE TO PURCHASER: THE FOLLOWING IS MADE IN LIEU OF
ALLWARRANTIES, EXPRESSED OR IMPLIED, INCLUDING WARRANTIESOF
MERCHANTABILITYAND FITNESS FOR APARTICULAR PURPOSE: Purchase or
use of this product constitutes an agreement with Seller and Manufacturer that, if the
product proves to be defective or in any way unsuitable, Seller’s and Manufacturer’s
limit of liabilityfor all damages, including but not limited to incidental or consequential
damages, and User’s or Purchaser’s exclusive remedy, regardless of legal theory,
including theories of breach of warranty, negligence and strict liability, shall be to
receive at Seller’s or Manufacturer’s option, repair of the defective product, an equivalent
quantity of replacementproduct or a refund of the purchase price.

Epoxy WP-70 is a 2-part system — Part A, a specially formulated epoxy, and
Part B, an activator. Included in the kit is a blending agitator used with an electric
drill and a squeegee for application. Floor Prep, to remove oil, grease, etc., is also
included.

Epoxy WP-70 cures in 8 to 10 hours to an extremely hard anti-slip surface. 
This 100% solids epoxy system is designed to provide permanent heavy duty

anti-slip surface over areas subjected to heavy foot and vehicular traffic. Contains
no flash or volatile solvents. Epoxy WP-70 is loaded with diamond hard aluminum
oxide grit to insure permanent protection and long wear resistance. Resists weather
elements, chemicals, gasoline, oil and grease. The colors of black, gray and brown
are approved by the U.S.D.A. for use in any area where food or meat is processed
or handled. Standard colors are black, 
safetyyellow, gray and brown.

For pricing, availability, placing an order
or technical questions, phone 800-321-4936.
FAX inquiries to 330-262-4151.

BROWNGRAY

BLACKYELLOW

FURNISHED IN KITFORM



2 Plastic leveling compound is used to repair 
chipped, worn or dished out stairs prior to

installing Stairmaster Safety Treads. Simply mix
with water and apply with a trowel. Drying time is
2 to 4 hours. Each 50 pound drum covers
approximately 50 lineal feet of stair treads.

Make worn and dangerous stairs like new again!
Reduce accidents and owner liability with

STAIRMASTER®

safety renovation treads by “WOOSTER”
Quick and economical!  No need to
remove or rebuild existing stairs!

1 Stairmaster Safety Treads are an easy and
economical way to improve stair safety without

replacing existing steps and with minimal disruption.
They eliminate the need for costly replacement of
existing stairways and does not stop stair traffic for
extended periods of time. Stairmaster Safety Treads
are made with materials that can handle continuous
heavy traffic and helps prevent slips and falls.

3 Paint or varnish the exposed area of the 
steps, risers and stringers to give a brand

new appearance. Construction adhesive should
be used in addition to fasteners that are supplied
by Wooster Products, Inc. Fastener options
include wood or machine screws, Tapcon screws,
screw and shield or nut and bolt.

Stairmaster® Colors
Stairmaster safety renovation treads are now available in these attractive* colors at no 
extra charge.

*Standard color is black. Black will be shipped unless another color is specified. 
Actual tread color may vary slightly from printed sheet. Request actual tread color sample if color is critical.

Traffic-flow feature assures trip-proof stair travel
The exclusive Traffic-Flow feature is described as a 

“magnetic-like feeling” when the foot touches each step. A
special abrasive formula, bonded in a heavy-duty aluminum 
base, provides a subtle but sure grip. Reduces slipping and 
tripping on stairs.

Rugged, heavy-duty Safety Treads outwear concrete, 
stone, marble,rubber, vinyl, fiberglass

Abrasive grit used in the manufacture of grinding wheels is second in hardness
only to a diamond. Thousands of these indestructible mineral particles are bonded
into every foot of the Stairmaster Safety Tread to make this tread more durable than
the hardest concrete, stone, steel, etc.

Treads are Anti-Slip even when doused with 
slippery oil

Tests have proved that Stairmaster Safety Treads are 
anti-slip, even under an application of slippery motor oil. Oil or 
grease-tracked stairs can now be made slip-resistant for years 
to come with these scientifically designed safety treads.

Use Wooster water base 
construction adhesive 
for indoor applications. 
One gallon convers about 
50 lineal feet. Use a solvant base
adhesive for outdoor applications
or Liquid Nails.

Coverage of Landings

Type 500 Stairmaster
Safety Renovation Stair Treads
WIDTH: (Front to Back) — 9" standard width
suggested for steps up to 11" deep. 11" depth is
available for deeper treads.

LENGTH: Furnished in exact length up to 12'0"
maximum on most styles. (Max on type 511 is
8'0", type 6100 is 10'0".)

Treads are ready to put down — no cutting or fitting
necessary. For proper length, subtract 4" from
length of existing step to provide 2" margin at each
end. Stairmaster treads will be furnished with 5/8"
beveled ends, unless square ends are specified.

FASTENING: Stairmaster Treads are 
furnished drilled and countersunk with double
row of holes. Specify type of fasteners, and con-
struction adhesive.

CONSTRUCTION ADHESIVE should be used in
addition to mechanical fasteners on all steps to
assure a firm, water-tight installation.
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NO POSTAGE
NECESSARY
IF MAILED

IN THE
UNITED STATES

BBUUSSIINNEESSSS RREEPPLLYY MMAAIILL
FIRST CLASS MAIL       PERMIT NO 40       WOOSTER OH

POSTAGE WILL BE PAID BY ADDRESSEE

WOOSTER PRODUCTS INC
PO BOX 6005
WOOSTER OH 44691-9972

:4469199729:

®

5-Year

Warranty!

Complies
with
A.D.A.

WOOSTER PRODUCTS INC.
1000 Spruce St.
P.O. Box 6005
WOOSTER, OHIO 44691-6005
PHONE: 330-264-2844
PHONE TOLL-FREE: 1-800-321-4936
FAX: 330-262-4151
WEB-SITE: http://www.wooster-products.com
E-MAIL: Sales@wooster-products.com

GREEN
G-1

LIGHT BROWN
LB-1

CONCRETE GRAY
CG-1

BLACK*
BLA-1

WHITE
W-1

DARK BROWN
DB-1

RED
R-1

BLUE
BLU-1

SAFETY YELLOW
SY-1

Indoors or outdoors, under 
all weather conditions, quality
Stairmaster Safety Renovation
Treads retain distinctive
appearance, lifetime durability
and easy clean surface 
features…

Heavy-duty, heat-treated extruded 
aluminum with a silvery satin finish forms
the base of the distinctive Stairmaster safety
renovation tread. The abrasive, slip-proof
material — bonded and locked into the
base — provides an easy-to-clean surface.
The high abrasive content assures many
years of anti-slip service even under the
heaviest traffic and wet or oily conditions.
Stairmaster treads furnished with beveled
ends standard unless otherwise specified.

Full or partial coverage
can be provided on
landings.

To provide coverage greater than
standard 11" depth, treads shown at right 
are available with square or beveled
sides in various widths to cover most
desired area. The length of landing
treads should generally be the same as
treads on steps, maintaining a 2" margin
at each side. This material can also be
furnished for locations behind cafeteria
counters, door sills, ramps, floor divisions,
in front of machines, etc.

Special sealer available when treads
are used in wood floor areas or in
marine conditions – consult factory.

Note: Two-tone available
at additional cost.

Wooster Products
Leveling Compound
For filling  in worn steps
to provide level bearing
surface for treads. The
compound is furnished
in 50 lb. drums. One
drum levels approxi-
mately 50 lineal feet
when applied at 1/8"
thickness.

with STAIRMASTER
RENOVATION TREADS…

FIX your chipped,
cracked steps!

AVOID Costly
Reconstruction!

• Renovate interior or exterior stairways to safe, anti-slip condition, 
fast, without extensive down time or removal!

• Easily installed by your own maintenance department!

• Outlasts rubber up to 15 times or more!

• Reduces accident risk and potential accident liability!

• Significant cost savings verses complete stair replacement

with STAIRMASTER
RENOVATION TREADS…

TYPES OF LANDINGS:

Wooster Stairmaster Safety Treads are the practical, and easy way to make stairs new
again — without expensive tearing out and rebuilding — without tying up and disrupting
stair traffic — and with the longest lasting protection and appearance under the heaviest
of traffic conditions.
Worn, dangerous stairs are damaging evidence in legal settlements and lawsuits 
resulting from injuries or fatalities suffered in accidental falls.
Stairmaster Treads meet the highest safety specifications and U.S. Government standards.
Fill in the Stairway Check Sheet for free price quotation by return mail. No obligation.

For quick 
price quotation,
fold and mail
this page 

postage-free!


